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Overview

Display Overview
The UPS graphical user interface is located in 
the Input/Output/Bypass Enclosure. The UPS 
utilizes the touch-screen display to configure 
and monitor the system, and provides the user 
with visible and audible alarms.

The screens are organized hierarchically with 
the UPS Summary screen at the top of the 
hierarchy.

UPS graphical user interface in the 
Input/Output/Bypass Enclosure

Input Summary

UPS Summary

Bypass SummaryBattery Summary
UPS System

System Information Configuration Operation

Service
Configuration

UPS ShutdownUPS Start-up Static Bypass to
Normal Op.

Normal Op. to 
Static Bypass

User
Configuration Factory

Configuration

Display SettingsBattery Test Settings Alarm SettingsPassword Settings

Px0259a.cdr

NMC Settings

Symbolizes that there are more screens on the same subject.

Symbolizes screens protected by user-password.
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Display Symbols
Navigation symbols

Screen symbols

Home: Go to the top of the hierarchy.
Back: Go to the previous screen.

Help: Access further details on the 
current screen.

UPS System: Go to the UPS System 
screen.

Page Up: Go to the previous screen on 
the same subject (only visible when 
there are more screens on the same 
subject).

Page Down: Go to the next screen on the 
same subject (only visible when there are 
more screens on the same subject).

Password Logout: Log out of the 
password-protected screens.

System Input: Access the Input Summary 
screens.

System Output: Access the Output 
Summary screens.

Static Switch: Access the Bypass 
Summary screens.

Battery: Access the Battery Summary 
screens.

Alarm button: Access the Active Alarms 
screen

PFC Rectifier
Inverter

Open breaker or switch Closed breaker or switch
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Access Summary Screens
The UPS Summary screen provides you with an overview of the UPS system and circuit breakers. It 
shows the system status and the power flow through the system and gives access to the system’s 
summary screens.

1. Run time available: Indicates the time the system can run in battery operation with the connected 
load.

2. Ambient temperature: The temperature in front of the UPS.

3. Highest battery temperature: The temperature is measured for all batteries and the highest 
temperature is indicated here.

Access Battery Summary screensAccess Input Summary screens

Access Output Summary screensAccess Bypass Summary screens





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